INSTALLATION NOTES

1

100% NATURAL AND BIODEGRADABLE
MATERIALS ARE REQUIRED FOR EROSION
CONTROL BLANKETS. TRM PRODUCTS MAY
ME USED WHERE APPROPRIATE AS
DESIGNATED BY THE ENGINEER.

IN AREAS WHERE EROSION CONTROL
BLANKETS ARE SHOWN ON THE PLANS,
THE PERMITTEE SHALL PLACE TOPSOIL
AND PERFORM FINAL GRADING, SURFACE
PREPARATION, AND SEEDING AND
MULCHING. SUBGRADE SHALL BE SMOOTH
AND MOIST PRIOR TO EROSION CONTROL
BLANKET INSTALLATION, AND THE EROSION
CONTROL BLANKET SHALL BE IN FULL
CONTACT WITH THE SUBGRADE. NO GAPS
OR VOIDS SHALL EXIST UNDER THE
BLANKET.

PERIMETER ANCHOR TRENCH SHALL BE
USED ALONG THE OUTSIDE PERIMETER OF
ALL BLANKET AREAS.

JOINT ANCHOR TRENCH SHALL BE USED
TO JOIN ROLLS OF EROSION CONTROL
BLANKETS TOGETHER (LONGITUDINALLY
AND TRANSVERSELY) FOR ALL EROSION
CONTROL BLANKETS.

INTERMEDIATE CHECK SLOT OR STAPLE
CHECK SHALL BE INSTALLED EVERY 15’
DOWN SLOPES. IN DRAINAGEWAYS, INSTALL
CHECK SLOTS EVERY 25’ PERPENDICULAR
TO FLOW DIRECTION.

OVERLAPPING JOINT DETAIL SHALL BE
USED TO JOIN ROLLS OF EROSION
CONTROL BLANKETS TOGETHER FOR
EROSION CONTROL BLANKETS ON SLOPES.
MATERIAL SPECIFICATIONS OF EROSION
CONTROL BLANKETS SHALL CONFORM TO
TABLE ECB-1.

ANY AREAS OF SEEDING AND MULCHING
DISTURBED IN THE PROCESS OF
INSTALLING EROSION CONTROL BLANKETS
SHALL BE RESEEDED AND MULCHED.
STRAW EROSION CONTROL BLANKETS
SHALL NOT BE USED WITHIN STREAMS
AND DRAINAGE CHANNELS.

10. COMPACT ALL TRENCHES.

MAINTENANCE NOTES

1.

FREQUENT OBSERVATIONS AND MAINTENANCE ARE
NECESSARY TO MAINTAIN CONTROL MEASURES IN
EFFECTIVE OPERATING CONDITION. INSPECTIONS AND
CORRECTIVE MEASURES SHOULD BE DOCUMENTED
THOROUGHLY.

EROSION CONTROL BLANKETS SHALL BE LEFT IN PLACE
TO EVENTUALLY BIODEGRADE. TRM MUST BE REMOVED
AT THE DISCRETION OF THE GEC INSPECTOR.

ANY EROSION CONTROL BLANKET PULLED OUT, TORN,
OR OTHERWISE DAMAGED SHALL BE REPAIRED OR
REINSTALLED. ANY SUBGRADE AREAS BELOW GEOTEXTILE
THAT HAVE ERODED TO CREATE A VOID UNDER THE
BLANKET, OR THAT REMAIN DEVOID OF GRASS SHALL
BE REPAIRED, RESEEDED AND MULCHED AND THE
EROSION CONTROL BLANKET REINSTALLED.

TABLE ECB—1, EROSION CONTROL
BLANKET MATERIAL SPECIFICATIONS
Type | COCONUT | STRAW |EXCELSIOR | RECOMMENDED

CONTENT | CONTENT | CONTENT NETTING

o ¥ DOUBLE/

STRAW 100% A
STRAW— B DOUBLE /
COCONUT | 30% MIN. | 70% MAX. NATURAL
- x DOUBLE /

COCONUT |  100% B
N - DOUBLE/

EXCELSIOR 100% DL

STORMWATER .
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